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TC-900E Log

Digital Thermostat with Defrost and
Internal Data Logger
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Full Gauge’

Connection 230 Vac

e
‘@@i%éz [ — -
[M)E)4)  [8][r0][11][12][13][14][15][16][17

o \ =N
efct |@ @ %
e

[ 230 Vac

Ideal for : « Walk-in freezers « Display freezers * Upright freezers

Temperature range: -50C to 105C (-58 to 221F)
Unit selection C/F
Anti short cycle protection
Dual Voltage 115/230 or 12/24V (50/60Hz)
3 relay output (1HP Comp. relay / Defrost / Fan)
2 sensors included (optional 3rd sensor for condenser temp. or 2nd evap.)
2 Digital input
Buzzer (built in)
Electric or Hot Gas Defrost
Four defrost operating modes initiated by
o Weekly schedule (5+1+1) with real time clock
o Cyclic timer
o Evaporator temperature
o Manually and/or Maximum open door time
¢ Normal and economy set points, triggered automatically based on closed
door time or manually by digital input.
Light intensity sensor used for initiating economic set point
Fast freezing mode
Hour meter for compressor working time
Data Logger
Serial programming, EasyProg, for loading parameters on production line
RS485 Serial communications for PC monitoring and data logging (Sitrad)
Tamper-Proof Function by key pad lockdown
IP65 front panel protection
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